Ceiling Medallion Victorian

IPNP1069H

ImperialProductions®

Imperial Productions®

Does not include
chandelier

Available Materials

ArchPolymermv

an artificial wood primed white

easy to install with the approved
adhesive and a brad nailer. Finish
joining edges with poly spackling
compound. Optional Class A fire
rating available. Exterior & Interior use

GRG-NeoPlasterm

Much stronger than tradiitonal plaster
Class A fire rated product. Screw & glue
into place. Priming by others.

Interior use.

ResinMold®

A Flexible synaptic polymer for
vaulted or curved ceilings
Interior & Exterior Use

Dimensions
Diameter 30-1/2” (77.4cm)
Projection 1-9/16” (4cm)
Hole 2 (5¢m)

Fits Canopy to 3” (7.6cm)

* All specifications subject to change without notice, Final products & Measurements may vary from this brochure
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Request for Quote IPNP1069H
Download and Auto Fill PDF

Ip

Name / Company
Phone Email
Billing Address

City State /Prov  ZIP/PCode
Ship to Address

City State/Prov ZIP / PCode
Material Quantity

A) ArchPolymer Hi-Density Polurethane water rot insect resistant
B) ArchPolymer Fire Rated in the Mix

C) GRG-NeoPlasterrm a new age Plaster for Interior Use

D) Flexible ResinMold® for vaulted ceilings

Notes:
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